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A GUIDE TO MAINTENANCE AND OPERATION OF THE SWIMMING POOL 
 
SAFETY RULES 
 
• Do not swim behind the ladder (risk of pinching). 

• Do not use sharp objects that may damage the liner. 

• Do not sit and do not walk on terrace boards. 

• Do not jump into the water, do not dive.  

• Do not leave children unattended in a pool. We recommend removing external ladder when the pool is 

not in use to prevent children from uncontrolled access to the pool. 

• Do not install pool on a balcony or terrace, their  construction may not be designed for such loads. 

• Ensure cleanliness of the water, clean the pool regularly using the appropriate chemicals for pH 

adjustment and desinfection (in accordance with manufacturer's instructions). 

• Pool is for private use only. 

 
WOODEN STRUCTURE 

Maintenance of wooden structure: 

When you buy the pool, it is structure is pressure impregnated with the use of environment- friendly  

chromium-free agent. It is the most effective method of wood treatment. 

Installed structure must be annually conserved with any wood maintenance product. 

Lack of annual structure conservation causes loss of warranty!!! 

When installing a swimming pool in in-ground version (partially or completely), the pool should be 

additionally secured with a moisture-proof product and external side of pool should be covered with 

construction foil to separate structure from direct contact with the ground. The structure must be absolutely 

protected from the effects of rainwater. Annual maintenancee refers to elements above the level of the 

ground. 

Before assembly construction should be stored in a dry place with  ensured air flow, protected from harmful 

weather conditions (sunshine, rain). Do not store wooden elements under cover or in direct sunlight. Wood 

as a natural, living material is susceptible to rapid changes in temperature and humidity. Dimensional 

variations of the individual elements are a natural phenomenon. 
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Unpacked structure should be installed in 72 hours. Carefully store the extracted wood elements without 

exposing to direct sunlight and water. Ideally, if the installation is performed by two adults on a warm, 

windless day. Wind can significantly hamper assembly, especially lining the swimming pool liner. 

Knots, microcracks, and even small damages of the board’s tongues are not a cause for concern and do not 

affect the stability of the structure after assembly. 

Pools can be mounted on the surface and also partially or completely sunk into the ground. If you choose the 

second or the third option, remember that the pump and filter should be placed on the same level as the 

bottom of the pool.  

Prepared surface (concrete base) under construction must be absolutely flat, hard and leveled to avoid 
uneven load distribution, that very often causes damage of the structure. 
 
To connect tongue and groove boards accurately and avoid damages during installation, use wooden 

dapping block. 

 
It is recommended, that installation of terrace boards was carried out after filling the pool with water. In 
order to improve the aesthetics, it is advisable to remove and install back terrace boards within 1-2 weeks of 
filling the pool. In order to increase the aesthetic effect and, above all, to reduce the risk of propagation of 
the decking and to mask the sharp angles we recommend to use covers made of stainless steel or plastic 
(available in the offer). 
   

Prior to installation, check all the items in terms of quantity and quality. Any complaints must be 

submitted prior to installation. 

In the case of any problems with the stability of structure - damages of individual components or 

significant bending over of the pool walls it is advised to  immediately  replace damaged parts in order to 

avoid deepening structure damage.  
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Potential problems, their causes and solutions: 

Problem Cause and proposed solution 

 Terrace boards do not adhere to each other 

 Terrace boards installed before filling the pool with water. 

 Terrace boards should be removed and mounted back correctly. 

 Wrong distribution of terrace boards (interior and exterior 

boards mounted in a opposite way). 

 

Big  gaps between boards of the wall 

 Middle boards not installed properly. 

 If construction includes steel pots- check if located in a correct 

way. 

 Dismantle construction and build the structure again according 

to the instruction in the manual. 

 Small gaps are a result of natural wood drying and are not 

defects. 

 

mailto:biuro@abatec.pl
http://www.abatec.pl/


 

 

 

 

 
 

ABATEC Spółka z o.o. zarejestrowana jest w Krajowym Rejestrze Sądowym w Gdańsku, Nr rejestru: 0000442580, Siedziba Spółki: 

ul. Norwida 31, 76-200 Słupsk REGON: 221795267, NIP: 839-317-11-73   

 

        ABATEC Sp. z o.o.  
ul. Norwida 31, 76 – 200 Słupsk 

Tel. + 48 59 84 56 333  

Fax + 48 59 84 56 334  

biuro@abatec.pl, www.abatec.pl 

 

 

 White resin stains 

 Stains of resin on the surface of boards are caused by sun rays 

that heated the wood and melted resin. 

 Stains can be cleaned with the natural solvents eg. tempertine. 

Big stains can be grinded with the sandpaper along the lenth of 

boards. 

 Then, preserved the wood with the dedicated wood product. 

 

 

Vertical supports stand out from pool wall  

 Screws used in wrong places. 

 Disassemble couple of top structure layers and swap element is 

location if possible. 

 

 

 

Knots fillings falling out 

 Terrace boards should be always mounted with the side with 

knots facing down. It ensures better aesthetics. In case of wall 

boards, the side with knots must be facing the inside of the 

pool.  

 Knots fillings, that fell out can be glued back with any glue (for 

wood, for external wood). 

 Knots are natural feature of wood and do not lower the stability 

of the structure in any way. Their amount and size can vary in 

different elements.  
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Wall deflection 

 Check if the ground set as pool location is flat and fully leveled. 

 Inclined wall results in a rapid increase of the load on one of the 

walls which may lead to the tilting of the pool. 

 Minimmal wall deflections is acceptable and does not cause any 

risk. 

 

Carcks 

 

 Small cracks are a consequence on natural procces of wood 

drying and cannot be considered as a defect, as do not have any 

influence on stability of the structure. Regular conservation 

lowers the risk of appearing cracks.  

 Discolorations 

 Wood discoloration is a natural phenomenon and cannot be 

cosidered as a defect.  

 Regualr annual structure conservation can extend its durability 

and has a possitivve aesthetical effect.  
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FILTRATION SYSTEM 

 Filtration system  should be placed at the same level as the bottom of the pool . The pump should be 

protected against splash water, flooding or moisture in a dry and well-ventilated place. It is 

recommended to use wooden enclosures (available in our offer). 

 During the bathing season, the filtration  system should be used every day, long enough to ensure at 

least once to filter all the water. Keep the water clean by cleaning the pool regularly using the 

appropriate chemical packets for adjusting the pH,  reducing the growth of algae in the water and 

cleaning. 

 The pump requires no special procedures for the proper functioning. Regular cleaning basket 

prefilter prevents blocking of the internal pipes and dirt in the pump. If the pump remains unused 

for a long time, it is recommended to dismantle it and store in a well -ventilated, dry and clean place. 

 Over the winter period store the filtration system  in a warm room. Water must be drained by 

removing the drain plug. 

 Sand in the filter must be changed every 2-3 years. 

 To avoid pressure drop in filtration system, it is recommended to remove dirt collected in the 

prefilter basket regulary. 

 

INSTALLATION / START UP OF FILTER 

 Be sure correct amount of filter media sand is in tank and that all connections have been made and 

are secure. 

 Press control valve handle and rotate to BACKWASH position. To prevent damage to control valve 

seal, always depress handle before turning. 

 Prime and start pump according to pump instructions (be sure all suction and return lines are open), 

allowing the filter tank to fill with water. Once water is flowing out of the waste line, run the pump 

for at least one minute. The ninitial back- washing of the filter is recommended to remove any 

impurities or fine sand particles in the sand media. 

 Turn pump off and set valve to RINSE position. Start pump and operate until water in sight glass is 

clear, about ½ to 1 minute. Trun pump off and set valve to FILTER position and restart pump. The 

filter is now operating in the normal filter mode, filtering dirt particles from the pool water. 

 Adjust pool suction and return valves to achieve desired flow. Check system and filter for water leaks 

and tighten connections, bolts, nuts, as required. 

 Note the initial pressure gauge reading when the filter is clean (it will vary from pool to pool 

depending upon the pump and general piping system). As the filter removes dirt and impurities from 

the pool water, the accumulation in the filter will cause the pressure to rise and flow to diminish. 

When the pressure gauge reading is 1,5 bar, higher that the initial clean pressure you noted, it is 

time to backwash the filter (see BACKWASH under filter and control valve functions). 

 

NOTE: During initial celan-up of the pool water it may be necessary to backwash frequently due to 

unusually heavy initial dirt load in the water.  
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      Positions of sixway valve:     

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Filter elements: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Valve position Function 

FILTER Normal Filtration and Vacuuming. 

BACKWASH Cleaning Filter by reversing the flow. 

RINSE Used after backwash to flush dirt from valve. 

WASTE By-passes filter, used for vacuuming to waste or lowering the  water 

level. 

RECIRCULATE By-passes filter for circulating water to pool. 

CLOSED Shuts off all flow to filter or pool. 

Part no. description 

1 Valve 

2 Pressure gauge with o ring 

3 Flange clamp 

4 Screw with nut 

5 Filter tank 

6 Lateral assembly with center 

pipe 

7 Lateral 

8 Filter base 

9 Drain 
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Solving problems with the filtration system: 

 

A B C D E F Possible Cause Solution 

X X     Air stucked in suction pump. Check the mechanical seal. 

X      Transparent plastic cover leaking. Clean the transparent plastic 

cover adn check the gasket. 

X X     Wrong direction of motor Check the power supply. 

X X     High absorption. Adjust the absorption. 

X X  X   Wrong voltage. Check your voltage. 

X      No water in filter basket or pump body. Full the filter basket or pump 

body with water. In order to 

do that loosethe top cover. If 

all the hydraulic connections 

are correct the water should 

appear automatically. 

X      No water in self priming pipe. Make sure, that the self 

priming pipe is conncted 

properly and is not blocked. 
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 X     Blockage in filter basket. Clean filter basek and fill it 

with water. 

 X X    The diameter of suction pipe is smaller 

than discharge pipe. 

Adjust the diameter of the 

pipes. 

 X     Blockage in discharge pipe. Clean the discharge pipe. 

 X X    Trash in pump body. Clean pump body. 

   X   No power or damage of capacitance. Check fuse and change 

capacitance. 

    X  Entangle of impeller. Clean impeller. 

     X Damage to mechanical seal. Change mechanical seal or 

clean it. 

 

A- Pump does not suck water 

B- Low efficency 

C- Big noise 

D- Motor does not start up 

E- Motor starts up with noise 

F- Leakage during work of pump  

POOL LINER 

For durability and good condition of liner, it is important to use only professional chemical products  

dedicated for private pools in the proportions recommended by manufacturer. Bad dosage (in particular,  

use of large doses of chemicals) has a bad influence on the liner and can cause discoloration of liner. 

Cleaning tablets should never be thrown directly into the water. Using floating dispnesers or placing  

chemistry (tablets, granules) in skimmer ensure the correct dosing. Chemical products in liquid form are to 

be diluted in a container with water and poured gradually into the pool so that it is not accumulated in one 

place. 

Particularly important is taking care of the cleanliness of the liner at the water line. This is where dirt, 

limescale or chemicals (eg. suntan lotion accumulate). Regular cleaning with specialized brushes, sponges, 

etc. prevents permanent stains and discoloration. 
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Pool liners are relatively thick and durable. However, care should be taken when installing and using the 

pool. Do not use sharp tools. We do not recommend completely emptying the pool and leaving the liner 

without water. 

PREPARING THE POOL FOR WINTER 

Proper preparation for winter is essential to keep the liner in a good state. Proper pool preparation in the 

autumn helps to avoid long cleaning and preparation before the bathing season. 

The first step is to drain the water from the pool below the skimmer and drain all water from the filtration 

system by opening the drain valve. Over the winter period filter and pump should be stored in a warm room. 

It is also suggested to periodically monitor the amount of water in the skimmer and to empty it frequently, 

especially after heavy rains or in other situations that may cause water condensation in the skimmer. 

NOTE: If there is a risk of water freezing in the pool, you should remember to protect return inlet!!! 

In order to achieve the best water filtration, return inlets are usually  mounted on the third / fourth layer of 

the structure. In cold countries where the risk of water freezing and thereby damage of the plastic parts is 

big we suggest two solutions: 

- When mounting a wooden structure, place the board with a hole for inlet on a higher layer  and secure the 

pool for winter by emptying water below the level of the layer with inlet.  

- Use special plugs for inlets, that shut off the water supply to inlet. Its also important to dry inlet from 

outside. 

It is essential  to protect the pool walls from damage done by expanding ice. You can throw a few items that 

absorb the force of increasing volume of ice. Empty plastic bottles can be used. We also recommend adding 

special winter chemicals to the remaining water. When applying follow manufacturer's instructions. 

After the end of bathing season internal ladder must be removed from the pool. Leaving it in for  winter can 

cause damage, but also makes it more difficult to  mount winter cover. 

We advise to use winter cover, that prevents pool contamination. 
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GUARANTEE 

(valid only with the original proof of purchase) 
 
 

Lack of annual structure conservation causes loss of warranty!!! 

 

WOODEN STRUCTURE CL IV – 5 YEARS from the date of purchase 
Guarantee applies to:  Guarantee does not apply to: 

Resistance of wood against insects and funguses. 
Valid under the condition of regular conservation of 

wooden structure, with the use of products designed 
for wood protection (such as special paints, 

impregnants or other wood maintaince products). 
 

Defects resulting out of the manufacturing process, 
missing elements (valid only before the assembly). 

 
 

Natural deformation and discolouration of wood: 
Gaps, cracks etc. 

Devastation of product. 
Damages resulting. 

 

 

HARDWARE 
Guarantee applies to: Guarantee does not apply to: 

Defects resulting out of the manufacturing process, 
missing elements (valid only before the assembly). 

Corrosion. 
Damages caused by improper assembly or use. 

 

LINER – 1 year from the date of purchase 
Guarantee applies to: Guarantee does not apply to: 

Welds 
Leakproofnes 

(only under the condition of acting according to 
assembly instruction in terms of montage, use and 

maintaince) 

Folds 
Discolouration 

Tears, or any damage caused by abuse, improper 
installation or use. 

 
FILTRATION SET – 1 year from the date of purchase 

 
Elements of filtration set are subjects to their producer’s guarantee policy 
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